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Vyhodnotenie laboratornych vysledkov —
navrh principu riesenia
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Laboratérne skusky




LABORATORNY VYSKUM - Drvenie skla kladivom o valec

drvenie kladivom

Kladive H20 + CaCL2 ( 50 - 70 °C)
O—
C:D\Iepené sklo \:2 /
valec

Fdlia s ¢asticami skla po obijani kladivom
Fdlia po naslednom chemicko-termickom oddelovani



LABORATORNY VYSKUM - Drvenie lisom medzi ryhovanymi platfiami

Pozdizne lisovanie



Laboratorne skusky

Oddelena félia po vyprati




SKUSKY NA LABORATORNOM MODELI

Hmotnosti po drveniach
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Laboratorny model vibracného obijania skla z folie



Vzorka autoskla pred
SkuSkou

SKUSKY NA LABORATORNOM MODELI

Odstranené sklo z Folia so zvySkami skla
folie (92 %)
FRAKCIE SKLA

mm a viac
0-0,5mm 3%
18%

Vytriedené frakcie skla 1-2mm

2-4mm
36%



2. Prezentacia vysledkov doterajsieho riesenia



ABC Kapitoly vo vedeckych monografiach vydané v zahraniénych
vydavatel'stvach

SOOS, Lubomir. Research and development of the new progressive construction
press machines. In Renewable Energy : Technologies and Applications. 1. vyd.
Londyn : IntechOpen, 2021, S. 303 - 327. ISBN 978-1-83881-000-9.

ABD Kapitoly vo vedeckych monografiach vydané v domacich
vydavatelstvach

SOOS, Lubomir - POKUSOVA, Marcela - MATUS, Milos - ONDEROVA, Iveta -
ONDRUSKA, Juraj - CACKO, Viliam - BABICS, Jozef. Recyklacia vrstveného skia :
Navrh progresivnej technologie dekompozicie viacvrstvovych lepenych skiel. In
Progresivne technologie zhodnocovania odpadov v automobilovom priemysle. 1.
vyd. Bratislava : Spektrum STU, 2021, S. 84 - 119. ISBN 978-80-553-3867-5.



Vedecké prace v zahrani€¢nych ¢asopisoch registrovanych v
databazach Web of Science alebo SCOPUS

SOOS, Lubomir - MATUS, Milos - POKUSOVA, Marcela - CACKO, Viliam -
BABICS, Jozef. The recycling of waste laminated glass through decomposition
technologies. In Recycling. Vol. 6, iss. 2 (2021), s. 26. ISSN 2313-4321 (2020:
0.569 - SJR, Q2 - SJR Best Q). V databaze: SCOPUS: 2-s2.0-85105488852.

AGJ Autorské osvedcenia, patenty, objavy

SOOS, Lubomir - POKUSOVA, Marcela - BLECHA, Petr - MATUS, Milos -
ONDRUSKA, Juraj - CACKO, Viliam - BABICS, Jozef. Spdsob vysokoudinnej
dekompozicie vrstvenych odpadovych skiel a stavebnicova linka : patentovy spis C.
288900, oznamenie o udeleni patentu 13.10.2021, ¢. prihlasky 107-2019, Banska
Bystrica Urad priemyselného vlastnictva Slovenskej republiky 2021. 14 s.



Spbsob vysokoudinnej dekompozicie vrstvenych odpadovych skiel a stavebnicova

SLOVENSKA REPUBLIKA P TENTOV}’-’ SPIS
A
(19) SK
21} Cislo prahlasky: 1072009
(22)  Datum podansa priblagky: 8. 10, 2009
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VLASTNICTVA
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patentu verejnost: 1. 9. 2021

(62)  Cislo povodnej prihbiky
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{67} Cislo pivodnej priblatky idstkoviho veor
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Mazov:  Spilsoh visokoodinne] dekompuacie vrstvenych adpadovych skiel a stavebnicovi linka

OEORONGE

Anaticia:

Plity adpadoveho lepentho skla sii [imané v prietnom 2
pmdihm smere medn dvoma parmi lamacich profilo:
vich vakeov, nisledne =i ekte polimane dlomky skla pn-
chylené k foln otrepavané vibrainym zariadenim s nd.
strapom & thlanovymi hrotmi v tvare lity a odvalugicim
sa hladkym valoovym mastrojom, a napokan si poskedne
prchylene ilomky skla 2 folie sherane sheracimi valcas
mi. Lamaniu odpadového lepeného skla v prisénom o
pm'ndilmm smere predchidra popraskane odpadoveho
lepenéhio skla mede bladkymi valcami podavacicho mo-
dulu. Stavebnicovd lika porostiva 2 viacstupfiove) 20s.
favy variabilnich modulov. Na vstupe je samdeny aspod
Jeden limaci modul (A) 5 tvarovim profilovanim dvach
piroy lamacich valeoy (1), kde prey par lamacich valooy
(1) e vertikalne posunuty proti druhému pan lamacich
valeo (1) Strednim modulom zostavy je aspoli jeden
atrepdvaci modul (B) 5 vibrafmym zanadenim 5 nistro-
Jom 5 thlanovymi hrotmi (2) v tvare ity 2 odvalupicm
s hladkym valcovym nasirogom. Kencovym modulom
aostavy je stieraci modul (C) so stieracimi vabeami (3)
s mozdielnou frekvencion otadania. Pred vstupom viac-
stupfiove) zostavy varbilmych modulov mie byl zan-
deny podivaci modul (D) s hladijm valcams (4.




3. Konstrukcny navrh jednotlivych modulov



3D model konStrukéného rieSenia
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Konstrukcny navrh stroja

Modulové prvky valcov

Navrh rieSenia



Konstrukcny navrh stroja

Ulozenie valcov
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Navrh rieSenia



KONSTRUKCNY NAVRH FUNKCNEHO MODELU STROJA

3D model omielacieho modulu

3D model omielacieho modulu




€ny navrh stroja
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KONSTRUKCNY NAVRH FUNKCNEHO MODELU STROJA

Zostava stroja z dvoch technologickych modulov — podavacieho a omielacieho



4. VVyroba modulov



Konstrukény navrh prijimacieho modulu
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Detail navrh funkéného modelu stroja




Vibraény modul linky




Detailny pohlad na vibraény modul







5. Zaver



Plan prac na buduci rok

e DokoncCenie strieracieho modulu
e Realizacia funkCnych skusok jednotlivych modulov
e Spajanie jednotlivych modulov do spracovatelskej linky



Vdaka za pozornost



